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INTERIOR CONSTRUCTION DEBRIS

e Shipping Cartons

e Wood Pallets, Skids and Crates

e Temporary Construction Material
e Wire and Pipe Scraps

e Floor Sweepings

e General Trash
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INTERIOR DEMOLITION DEBRIS

e Wall Board

e Wood or Steel Studs

e Doors

e Lighting Fixtures

e Furniture and Carpeting
e Floor Sweepings

e General Trash
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EXTERIOR CONSTRUCTION MATERIAL

e Wood Pallets and Skids

e Concrete Block or Brick Scraps

e Soil Pipe and Conduit

e Roofing and Siding Materials

e Soil

e Temporary Construction Materials

e General Trash
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EXTERIOR DEMOLITION MATERIAL

e Concrete and Masonry
e Roofing and Siding

e Doors and Windows

e Wood Frame Walls

e Soii Pipe and Conduit
e Pavement Sections

e General Trash

| DM
| cSmith




INTERIOR MATERIAL PROCESSING
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INTERIOR CONSTRUCTION AND DEMOLITION DEBRIS

PROCESSING FACILITY

INPUT

250 TPD
Interior Construction and Demolition Debris

OUTPUT
Cardboard 6 TPD Stone (>3") 110 TPD
Metals 3 TPD Wood 15 TPD
Dirt (0" - 0.5") 30 TPD Landfill 26 TPD

Stone (0.5" - 3") 60 TPD

PROCESSING FACILITY PRODUCT SUMMARY L L.
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PRIMARY TROMMEL
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SORTING CONVEYORS AND PICKING STATIO#\IS




EXTERIOR MATERIAL PROCESSING
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PROCESSING FACILITY PRODUCT SUMMAR
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